
Operation Manual
This brief manual is primarily meant for quick reference to wiring connections 
and parameter searching. For more details on operation and application; 
please log on to www.ppiindia.net

FPI-3T
Linearised Single Point 

Temperature Indicator

Electrical Connections

(a) If ordered with Flame Proof Enclosure

(b) If ordered without Flame Proof Enclosure

Linearised Single Point Process Indicator

85 To 264 VAC
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Parameters Settings

INPUT CONFIGURATION PARAMETERS : PAGE- 12

Input Type

Type J

Type K

RTD (1°C)

RTD (0.1°C)

Offset For PV -1999 to 9999 for
Thermocouple & RTD (1°C)

-199.9 to 999.9 for
RTD (0.1°C)

0 to 960°C  

-200 to 1375°C  

Input 
Type

Temperature 
Range

Type J

Type K

 RTD Pt100, 
 3-wire

-199 to 600°C    

-199.9 to 600.0°C
or

(b) If ordered without Flame Proof Enclosure
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FPI-3D

Electrical Connections

(a) If ordered with Flame Proof Enclosure
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85 To 264 VAC INPUT

Parameters 

 INPUT CONFIGURATION PARAMETERS : PAGE - 12

Settings

Input Type
0 - 20mA

4 - 20mA

0 - 5 V

0 - 10 V

  1 

  0.1 

  0.01 

  0.001 

Resolution

-1999 to 9999
(with selected Resolution)

DC Range Low

 
DC Range High

Offset For PV

-1999 to 9999
(with selected Resolution)

-1999 to 9999
(with selected Resolution)



ENCLOSURE ASSEMBLY
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Display Board
(80X80 mm)

Main Board
(90X90 mm)

Display 
Compartment

Terminal 
Compartment
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101, Diamond Industrial Estate, Navghar, Vasai Road (E), Dist. Palghar - 401 210.   

Contact .No. - Sales : 8208199048 / 8208141446     Support: 07498799226 / 08767395333

E: sales@ppiindia.net, support@ppiindia.net Ja
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